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Thank you a lot for purchasing our products. Read this manual carefully before use.
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Safety Precautions Please be sure to observe
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Do not dismantle this product to fix or analyze. Do not
pull wires or lossen screws in order to avoid loosing
waterproof function and arising product failure.
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This product is composed of electronical parts which is
sensitive to static electricity, the protections of satic
electircity and surge are required for use.
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Confirm to switch the power to off status first, then
using the attached standard wire to install.For avoiding
installing wires wrong, please be sure to check the DC
and deputy polarity(+ or -), then installing afterwards.
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The wire sheathing and gaskets for waterproof sealing
are PVC and NBR, respectively. Please contact the sales
office in advance if the special coolant system will be
used. If a waterproof function is spoiled by the use of
chlorine-based coolant or the corrosive material, it
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There is colour difference in the body of LED prime
sub-light. Even if it is the same type, every single
product has slightly visual colour difference.
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Please be sure to obey the use range of temperature
(-10C~40C).
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Please do not to place and use in the high vibration
and bump .
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It might cause eyes damaged, if you look at the
lighting surface directly. Please do not to look at this
product directly or take it to light other people's eyes.
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Do not use high-pressure spray gun to clean pad
portion in order to avoid waterproof disfunction.
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{188/ 348/ Specification

EASEE/EEE B /Rated voltage: 24V DC

1REEZER/Protection level : IP65

f)RE Color temperature / i Wavelength : 5700K / 591nm

ERRE/T/ERE/Operating temperature : -10°C~40C

EEfR/Power cable : 3m (AWG26x2C)

HI\—/545%/Cover : £LA Milky white / &BA Transparent

B/ 8% / Model | HEES/power consumption
NLT3-05-DC-S 1.8W
NLT3-10-DC-S 3.8W
NLT3-20-DC-S 7.5W
NLT3-30-DC-S 12W
NLT3-40-DC-S 16W
NLT3-10-DC-5(591nm) 3.8W
NLT3-20-DC-5(591nm) 8W
NLT3-30-DC-5(591nm) 12W
NLT3-40-DC-S(591nm) 16W

- NLESU—-XH1A%E / NLERFIKZRELSE / NLE series installation
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Please refer to the picture below, using M4 screws to tighten and fix to prevent from dropping while
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Mt/ W /model &/ R~) /size (mm)
A B
NLT3-05-DC-S 210 200
NLT3-10-DC-S 330 320
NLT3-20-DC-S 580 570
NLT3-30-DC-S 830 820
NLT3-40-DC-S 1080 1070
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